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/ Indicator

BE002
/ Size and Capacity

Specifications 

Explosion
Power supply
Communication port
Communication protocol

Recommended excitation
Channel Qty.

Acquisition frequency
Division
Operation temp. range
Storage temperature
Housing material
Ingress protection
Weight

/Technique

Exd [ib IIC] IIB T6 Gb
220V AC
RS232/RS485, Ethernet port
4-20mA/0-5V/0-10V，
PROFINET, Profibus DP, 
Ethernet IP, Modbus TCP, 
Modbus RTU
5VDC
1 1

One input and one output

Max. 800Hz
100,000
-20…60°C
-40…60°C

Carbon steel
IP65
15kg

Explosion-proof : Exd [ib IIC] IIB T6. With 
explosion-proof instrument case and built-in 
safety barrier
Support Ethernet port, 1 RS232 ad 1 RS485 
output. Provide analogue, Profinet, Ether-
net/IP, Profibus-DP, Modbus-TCP and other 
PLC option boards.
Large screen display with external setting 
keys
Multistage dynamic digital filter, meet the 
demand of high speed dynamic weighing
Weight-free or weight calibration function, 
linear calibration function
Resistance to electromagnetic interference, 
shock resistant

Exd [ib IIC] IIB T6

1 RS232 1 RS485
Profinet  Ethernet/IP

Profibus-DP Modbus-TCP PLC
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